
T E C H N I C A L  S P E C I F I C A T I O N S

S c r e e n

D i s p l a y  s i z e :  8 1  m ²

D i s p l a y  d i m e n s i o n s :  W :  1 2 0 0 0  H :  6 7 5 0  m m

D i s p l a y  r e s o l u t i o n :  W :  1 9 2 0  H :  1 0 8 0  p x

P i c t u r e  f o r m a t :  1 6 : 9

P i x e l  p i t c h :  6 , 2 5  m m 

B r i g h t n e s s :  5 0 0 0  n i t s

V i e w i n g  a n g l e :  H :  1 6 0 °   V :  1 2 0 ° 

S c r e e n  r o t a t i o n :  3 6 0 °

M i n .  r o t a t i o n  s p a c e  f r o m  t r a i l e r  b o d y  ( e a c h  s i d e ) :  4 7 5 0  m m

I n p u t  s i g n a l s :  C V B S ,  3 G - S D I ,  D V I ,  H D M I ,  V G A

T r a i l e r

T r a i l e r  d i m e n s i o n s :  L :  1 3 6 0 0  W :  2 5 5 0  H :  4 0 0 0  m m

G r o u n d  s p a c e  o u t r i g g e r s  w h e n  r i g g e d :  L :  8 2 8 0  W :  4 6 5 0  m m

S c r e e n  g o e s  o u t s i d e  t r a i l e r - e n d  w h e n  r i g g e d :  M S  1 0 / 1 1 

T r i m  h e i g h t :  4 0 0 0  –  4 6 6 8  m m

W i n g s :  M S  1 0 / 1 1 / 2 1

D o u b l e  a x l e  t r a i l e r :  M S  2 1

W e i g h t :  2 6 0 0 0  k g

B u i l t  i n  s t u d i o :  N o 

B u i l t  i n  g e n e r a t o r :  Y e s ,  6 5 k V A

R u n n i n g  t i m e  g e n e r a t o r :  1 2  h  ( 1 8 L  h o u r  /  2 1 9 L  t a n k )

E x t e r n a l  p o w e r  c o n n e c t o r :  6 3  A ,  3  p h a s e ,  4 0 0 V ,  C E E

P o w e r  c o n s u m p t i o n  ( m a x ) :  5 5  A
T r u c k  &  T r a i l e r

L e n g t h ,  t o t a l :  1 6 5 0 0  m m

W e i g h t ,  t o t a l :  3 4 0 0 0  k g

M S 1 0 / M S 1 1 / M S 1 9 / M S 2 1  –  8 1  s q m
M O B I L E  L E D  S C R E E N
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All our Mobile LED Screens are built  and approved according to TÜV regulations. 
They have all required construction books/”Baubücher” and are approved to be used 
up to wind speeds of 20 m/s or 72 km/h. All screens have multiple safety lock  
systems for the hydraulic system and are equipped with dual video processors l inked 
in a redundant system. Please contact us for further information about Digital  
Banners,  Info Channels etc.


