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ABOUT THE PRODUCT

The Road-ready Rental Panel
Topaz combines excellent image quality with flexible creative options. Like 
all ROE Visual LED panels, it's precise, easy to use, and simple to hang or 
stack for seamless stage designs.

Stacking Hanging
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Topaz Cube
The Topaz cube elements allow for easy construction of 90 degree 
corners, 4-sided columns or even 5-sided cubes. The separate 
building elements can be combined with the regular topaz modules.

Topaz Curve
Topaz panels make curved displays simple. Adjust the 
handles in precise steps to create smooth curves up to 
30°, with a flawless finish from every angle.
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Flat Right angle Cube



Product 
Specifications

Product specifications and data are subject to change without notice. Creative 
Technology, its affiliates and employees disclaim any and all liability for any 
errors, inaccuracies or incompleteness contained in any datasheet or in any 
other disclosure relating to any product. © Creative Technology.

8.3kg; 18.30lbs Weight Per Panel:

160W(common anode) /
80W

Power Consumption Max

545 / 250 BTU Max / Average:

Solid Transparency:

Front / Rear Serviceability:

T I L E 1.95mmPixel Pitch:

500mm x 500mm x 73mm
19.7” x 19.7” x 2.87”

Panel Dimension:

1500nitsMax Brightness 
Calibrated:  	  

256 x 256 Panel Resolution (H x V):
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Topaz Series
Indoor

4 in 1 common anode LED Configuration:

Concave 5°~Convex 5° Curving
(Concave & Convex) *1: 

T I L E                                          TO PA Z  1 . 9 T P - C  1 . 9

20 Max. Hanging panels *2:

12 Max. Stacking panels *3:

140° Viewing Angle Horizontal:

140° Viewing Angle Vertical:

1/16 Scan Ratio:

7680Hz Refresh Rate:

15bit Gray Scale:

MegapixelProcessing Platform:

Magnesium Alloy Frame Material:

-20°~ 45°C, 10~90% RH
-4°~113°F, 10~90% RH

Operational Temp /
Humidity

-40°~ 60°C, 10~90% RH
-40°~140°F, 10~90% RH

Storage Temp / Humidity:

IndoorIP Rating:

CE, CB, ETL, FCC, UKCA,
WEEE

Certifications:

1.95mm

1500nits

500mm x 500mm x 108mm
19.7” x 19.7” x 4.25”

256 x 256 

8.5kg; 18.74lbs 

160W(common anode) /
80W

545 / 250 

Solid 

Rear 

4 in 1 common anode 

Concave20°~Convex 20° 

20 

12 

140° 

140° 

1/16 

7680Hz 

15bit 

Megapixel 

Magnesium Alloy 

-20°~ 45°C, 10~90% RH
-4°~113°F, 10~90% RH

-40°~ 60°C, 10~90% RH
-40°~140°F, 10~90% RH

Indoor

CE, CB, ETL, FCC, UKCA,
WEEE


